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SPRING OPEN /POWER CLOSE DAMPERS USE TWO WIRES TO 

POWER THE DAMPER CLOSED & IT AUTOMATICALLY SPRINGS OPEN 

WHEN POWER IS REMOVED.  THE ZONE PANEL IS RESPONSIBLE FOR 

SUPPLYING A 24VAC SIGNAL TO EITHER THE PC (POWER CLOSED) 

TERMINAL OF THESE DAMPERS.  ECOJAY’S SPRING DAMPERS 

PROVIDE A TOP QUALITY DAMPER AT A BUDGET-DRIVEN PRICE 

POINT.

SPRING OPEN/POWER CLOSE

SMARTZONE® 

LIMITED 

WARRANTY 

ECOJAY 

PRODUCTS

5
YEAR

D A M P E R S

RECTANGLE

· STURDY EXTRUDED ALUMINUM FRAME AND 

OPPOSING LOUVER BLADES

· COMMERCIAL-GRADE

· PRECISION CONSTRUCTION & QUALITY 

PARTS FOR  LONG-LIFE & QUIET OPERATION

· GEARED LINKAGE TO ENSURE FREE 

MOVEMENT

ecojay

SPECIFICATIONS

FRAME: ALUMINUM

BLADE: ALUMINUM

SHAFT: NYLON (GEAR INTEGRATED)

BUSHINGS: HARDENED ABS

WIRING: 18 OR 20 AWG 

(CLOSE, COM -24VAC COMMON)

MOUNTING: ANY ORIENTATION, FITS INSIDE STANDARD SIZE 

HARD DUCT OR DIRECT TO PLENUM 

ACTUATOR MODEL # ASDM-2

(DIRECT DRIVE) MOTOR-CLOSE / SPRING-OPEN

VOLTAGE: 24VAC / 60HZ

POWER: 10VA

TORQUE: 45 IN-OZ (MOTOR)

20 IN-OZ (SPRING)

TRAVEL TIME: 30 SEC (CLOSE)

8 SEC (OPEN)

TRAVEL ANGLE: 90 DEG (FULL OPEN/CLOSE)

H

W

MOTOR 

SIDE

DSES

© 2016 ECOJAY LLC

888-523-3265

ECOJAY.COM



2.4"

2" 0.73"

0.4"

0.3"

ecojay

DAMPER – SUPPLY RECTANGULAR POWER
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